
ORANKA Branded Dispenser.
Tested and recommended by BVLK e.V. 
(German Assoc. of Food Inspectors)

The dispenser tank can be easily 
protected and unauthorised access 
prevented  through the magnetic 
locking device.

The stirring device is simply placed 
on the pivot spindle inside the tank 
and is magnetically driven.

The moistened cooling gasket prevents 
the tank from freezing on to the cooling 
unit and ensures that the contents 
are evenly cooled.

The robust cooling unit is easy to operate. The 
safety switch (On/Off) and the thermostat 
are easily accessible on the front side of the 
dispenser.

Thanks to the liquid seal between the 
ORANKA tank and the lid, the system can 
be nearly 100% hermetically sealed. The 
air-tight tank enables you to enjoy maximum 
product freshness and guarantees the 
highest quality possible.

The dispenser unit, like all other components of 
the system, is easily disassembled and cleaned. 
Additionally, the dispenser can be locked by the 
patented locking device in order to prevent 
unauthorised access. 

With the dripping tray the area around the 
dispenser also stays clean.

Thanks to the closed stainless 
steel bottom you can take off the 
tank even while it is still full.

Heat build-up is prevented by 
the air motor and the vent slots 
that provide optimum safety.

On the lid there is space for placing 
the product information sheets. This 
way you can easily inform your guests 
about the contents of the ORANKA 
branded beverages.

Thanks to the high grade and steplessly 
variable thermostat the beverages are 
always kept at the same temperature.

With the practical ORANKA Aroma Cap 
the delicious aroma of the healthy ORANKA 
branded beverages can be maintained for as 
long as possible.

Certified Safety 

All ORANKA Dispensers 
have, of course, under-
gone strict safety inspec-
tions in accordance to
GS and VDE inspection
guidelines (for appliance
and product safety) and 
are equipped with electrical cables 
with stress relief.

guidelines (for appliance
and product safety) and 
are equipped with electrical cables 
with stress relief.



As required in the hygiene regulations for food and by the DIN standards10501-2 and 
10519, adverse effects on the beverages are excluded from occurring in an exemplary 
manner due to the protective safety device of the patented ORANKA Dispenser.
 
� 	The lid of the ORANKA tank can be locked.
� 	The dispensing of drinks can be safeguarded against outside times of operation.
� 	The cooling effect is carried out via the stainless steel bottom with assured hygiene 
	 in accordance with HACCP.
� 	All parts can be washed in the dishwasher for efficient hygienic cleaning.

Would you like more information? We are glad to help.

Please send us an E-mail or fax this page to us at:

ORANKA Main Sales Office
+ 49 (0)40 - 722 94 42 or web@oranka.de (Germany)
+ 43 (0)662 - 23 45 23 20 or web@oranka.at (Austria)

Wolfgang Jobmann GmbH   |   Gutenbergstraße 10   |   21465 Reinbek   |   Germany

Company / Address (Stamp)

Contact person						      Position

Size of establishment / No. of beds				    Current Beverage Supply

Telephone / Extension					     Fax

E-Mail			 

www.oranka.com
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